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PROJECT NUMBER

SHEET NO.

TOTAL SHEETS

JParks GDOT_1xI7. pen GA CSMSL-0008-00(690) 5 730
. ALL DRIVEWAYS THAT ARE TO BE RECONSTRUCTED SHALL BE PAVED BACK TO THE R/, BEYOND THE R, ALL RECONSTRUCTED
DRIVES SHALL BE REPLACED IN KIND. I.E. ASPHALT FOR ASPHALT, CONCRETE FOR CONCRETE. AND G.A.B. FOR GRAVEL OR
EARTH, EXCEPT AS NOTED ON THE PLANS. THE DEPTH OF MATERIALS SHALL BE AS FOLLOWS: COPING
ASPHALTIC CONCRETE DRIVES - 8"-0" e 12-0” _
RESIDENTIAL- RECYCLED ASPH CONC 12.5 MM SUPERPAVE, GP | OR 2, INCL BITUM MATL & H LIME - 165%/SY BARBED WIRE
_ RECYCLED ASPH CONC 19 MW SUPERPAVE, GP I OR 2 . INCL BITUM MATL & H LINE - 220*7SY
& - GRADED AGGREGATE BASE CRS, 6° INCL MATL
P COMMERCIAL - RECYCLED ASPH CONC 12.5 MM SUPERPAVE, GP 1 OR 2, INCL BITUN MATL & H LIME - 165°/5Y RETAINING ) i )
RECYELED ASPH CONC 19 MM SUPERPAVE., GP | OR 2, INCL BITUN NATL & H LIME - 220°/SY ALy b
I RECYELED ASPH CONC 25 MM SUPERPAVE, GP 1 OR 2 . INCL BITUN NATL & H LIME - 330°/SY e e e
o' - GRADED AGGREGATE BASE CRS, 8" INCL MATL —_— SR =0 CAUGE
CONCRETE DRIVES < SN 11 GAU
L@\ RESIDENTIAL - 4" CONCRETE DRIVEWAY N - > S WOVEN
i - GRADED AGGREGATE BASE CRS, 6" INCL MATL N ~oo N=
U~ COMMERCIAL - 8" CONCRETE DRIVEWAY SRS Rmr————- : =
~ - GRADED AGGREGATE BASE CRS, 10" INCL MATL
' 2. ALL DRIVES SHALL BE PAVED TO THE RIGHT-OF -WAY LINE OR TIE-IN POINT, WHICHEVER IS GREATER ll Il 'h
: 3. ALL EXISTING DRAINAGE PIPES SHALL BE REMOVED UNLESS OTHERWISE NOTED ON THE PLANS OR AS DIRECTED BY THE ENGINEER. GROUND LINE |\ ; L BARBED WIRE
ALL COSTS FOR REMOVAL SHALL BE INCLUDED IN THE PRICE BID FOR CONSTRUCTION COMPLETE.
E: 4. THIS PROJECT WILL REQUIRE A NOI.
5. CLEAR AND GRUB THE ENTIRE RIGHT-OF-WAY, EXISTING AND REQUIRED, UNLESS OTHERWISE NOTED ON THE PLAKS. 4-0”
6. EXISTING PAVEMENT AND BASE MATERIAL WHERE FULL-DEPTH NEW CONSTRUCTION OVERLAPS EXISTING
SECTION OF ROADWAY SHALL BE REMOVED. FOR FENCING DETAILS, REFER TO
GEORGIA D.O.T. STANDARD DETAIL F-1
4" WOVEN WIRE FENCE AT RETAINING WALL

C-1 STAY OFF ENVIRONMENTALLY SENISITIVE AREA (ESA) - NO CONSTRUCTION ACTIVITIES
OR DISTURBANCE ALLOWED

C-3 THE CONTRACTOR SHALL IMPLEMENT BEST POSSIBLE ENGINEERING AND MANAGEMENT CONTROLS
T0 ENSURE ADEQUATE PROTECTION OF EMPLOYEE SAFETY IN ACCORDANCE WITH GEORGIA'S RULES
FOR HAZARDOUS WASTE MANAGEMENT. THE CONTRACTOR SHALL ALSO ENSURE THAT WORKERS
DO NOT COME INTO PROLONGED CONTACT WITH CONTAMINATED SOILS OR GROUNDWATER.

C-4 ANY CONTAMINATED SOIL EXCAVATED OR DISTURBED DURING CONSTRUCTION ACTIVITIES
MUST BE DISPOSED OF OFF-SITE IN ACCORDANCE WITH THE PREVAILING RULES AND REGULATIONS
OF EPD, LAND PROTECTION BRANCH, SOLID WASTE MANAGEMENT PROGRAM RULES AND REGULATIONS.
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WICK DRAIN DETAIL FOR USE AS NEEDED

NSTALLATION STEPS:

L WSTALL WCK DRAMS AS SHOWN W WKK SPACNG DETAIL.

2. PLACE 6'DIA, PERFORATED PVC DRAIN PIPE AT 25" ON CENTER TO 5°BEYOND TOE OF BERW SLOPE,
3, PLACE J36' OF CRANULAR/SARD DRANAGE BLAMKET TO X BEYOND TOE OF ENGINEERED FILL SLOPE,
4, GBSERVE DELAY/SETTLEMENT WONTORING PERICD AFTER STAGE [ OF FLL HAS BEEM PLACED,

WICK DRAIN DETAIL
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TRANSPORTATION CONSULTANTS
4 UNIT OF AUGHAEL BAKER GORPOBATION

3595 ENGINEERING DRIVE
NORCROSS, GEORGIA 30092
(770) 263-9118
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